TESTING AND RATING OF TWO GREASE INTERCEPTORS,
BIG-1150/FE1150, CONNECTED IN SERIES,
A5 PER ASME A112.14.2-2018 (TYPE A)
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3. Testing oocurred pontinupusly over several sormal work days. Daring stand=by
perinds, efforts wers made to mainin the waer temmperaune within the gremse
imercepdars 1o prevent the lend fiom sofidifying.

Thes flow comtrol device ak the sink was fitted with an arifice plate, with an opening dismeter of
145 inchws, v ochioee the target st flow e of 100 GFM.

The: pH of s best water maged between 7.1 and B0 wihich is within the specification of 6.0 -
B.O.

3. Results

1 Flow Rate Verification

Thax flerw rate wus verified and was aceepiable, The detmibed results are presented in Appendin 1,
3.2 Greasae Intercaptor Rating

Thez BIG=11501 FE1 150 grease imercepéar iesting comtinued antil runl 23, when the breakdown

point was achieved due 1o the incremental run rempyal efficiency dmoppiog below 75%. The
curmmlative rensoval effichency rempined aboe B,

The ASME A112.14.3 mating criteria sn= preseatesd in Table 3, tee performance nealts ae
prsintid in Appendiz 2.
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4. Conclusions

Twao MIFAB BIG=1150/ FE1150 1{H} gpm greese interceptors, connected in series, meet the
centifiention requirements of the 104 gpan rating as defined im the ASME A11214.3-200% [Type
AJund PUH=C3 100 {rev, 2017) protocals, , with @ tote] greas: copecity of 244760 lbs ot the test
beenkdowm paint.

&. Attachments

Appendin | — Flow Rate Verilcation Dt

Appendiz 2 — Grewse Tnbercepior Ratiog Test Data
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Location:
o
& M I FAB Big Max® - HDPE Solids Interceptors
e
Specification: MIFAB® Seres BIG- ___ -8 HDPE rotational molded solids interceplor with solids holding capacity of ____ (indicate). Unit shall include’ 3/8° uniform wall thickne: i

with elevated 3" diameter passageway, adjustable lid system, sample port access and 4° no hub inlet and outlet connections. Steel encased composite lid provides a water | g
minimum of 20,000 Ibs. load capacity. The lid is designed in accordance with the loading requirements of AASHTO H20.

tight seal and has a

Function: Solids interceptors are required anywhere that solids may be introduced inlo the public sewer system in applications such as: barber shops, dentist offices, salons, artist studios, laundry
faciities, machine shops, food waste, parking lots. car washes, food processing, kvestock and agricultural drainage. These wastes must be separated before entering the sewer system. Ideally installed
between the fixtures and the grease interceptor in restaurants, kitchens, institution such and

g an g and ther types of food processing areas where fat, oil
and grease (FOG) drains with the waste water, Sediment and debris are coiacted inside of the internal sediment bucket to ensure that this matter does not clog the grease interceptar. Typically installed
slther on or into the floar. Narrow width permits access ays and i High Density Polyeth a lightweight install =of move and

p
installit}. Regular maintenance is required to keep the interceptor functioning. All Big Max interceptors can withstand a temperature of up to and including 180 degrees Fahrenheit

Hiustrated with
Direct Connect

Large H.D.P.E. Interceptors Jid {Standard)

U.S. Patent
#9.551,142

BIG-55-5 BIG-140-S
e .l z e |
|
L} — 11 |
37 (30} 335 gy | 0 (1267) wsty | &5 (2108)
Model No. LIQUID CAP. (Gallons | Cu. Ft.) SOLIDS CAP. (Gallons | Cu. Ft.) B Width Bhipping Weight (Lbs )
e | @ Boms 55/7.19 2814 2800 2
wallblountl 5 micaans T T i =
June, 2020
@  BIG-300S 3001 39.21 150120 150" 290
SUFFIX OPTIONAL VARIATIONS PART NO.
-AK Anchor kit (sei of two) for BIG-55-8 BIG-500-AK-SET
-AK Anchor kit set of 1wo) for BIG-140-S BIG-750-AK-SET
-AK Anchar kil (set of twa) for BIG-300- BIG-1150-AK-SET
< Lid Extansion - up 1o 44" high - for BIG-55-S BIG-EXT-44
-C Lid Extension - up ta 72" high - for BIG-55-5 BIG-EXT-72
< Lid Extension - up 10 44" high - for BIG-140-S BIG-EXT-42
- Lid Extension - up ta 72" high - for BIG-140-8 BIG-EXT-72
< Lie Extension - up ta 44" high - for BIG-300-5 BIG-EXT-44 (2 pes. Req.)
< Lia Extension - up to 72" high - for BIG-300-S BIG-EXT-72 (2 pes. Req )
i Duchle iron fid and collar - for BIG-55-S XLMI-G-0-PL4
oI Duclile ron i and colar - for BIG-140-8 XLMILG-0-PLY
i Ducile iron fid and colar - for BIG-300-5 (Twa pieces required) XL-MI-G-0-PL4 (2 pes. Req.)
8 8" no hub inket and oullet - for each piece (Two pieces required) MLG.PLPES
FLC Membrane clamp kit for BIG-55-5 and BIG-140-S XL-MI-G-PL-FLM (2 pcs. Req. )
FLC WMembrane clamp kit for BIG-300-5 XL-MI-G-PL-FLM (2 pes. Req.)
_LHSI No hub inlet on left hand side (not availabie with sedimant bucket) (for Lil Max, Big Max, SuperMax) MLG-PL-PF4
AHSO  Nohub outiet on laft hand side (not avaliabla with sediment bucket) (for Lil Max. Big Max, Superhax) MLG-PLPF4
POK Remote pump out kit (also inclides Remote Pump Oul (-RPO) Contact MIFAB
-RHSI Na hub inlet on right hand side (not available with sediment bucket) (for Lil Max, Big Max, SuperMax) MI-G-PL-PF4
-RHSO  No hub outlet on right hand side (not avalable with sediment bucket) (for Lil Max, Big Max, SuperMax) MI-G-PLPF4
RPO 3* Remote pump outiet connections on top of Interceptor - spacify kacation and number required Contact MIFAB
sp Extamal sampling port <nine, Righ conneciions BIG-SP
spL External sampling port - inline, low connections BIGSPL
SP-OF  External sampiing part - offset BIG-SP-OF
¥ Female threaded connections (for each piece - Two pieces required) MLG-PLPFAT

CALIFORNIA PROPOSITION 65 WARNING. This product contains chemicals known to the State of California to cause cancer and birth defects or other reproductive harm.

Job Name: _ Page No:
Section No: Contractor:
Schedule No: Purchase Order No:

MIFAB® reserves the night to make changes in material and design without formal natice and abiigation, USA: 1-800-465-2736 www.mifab.com CAN: 1-800.387-3880

2020-01-30

BIG-300-S - DERM is to have a Solids Interceptor in front of the Grease

1. 4" Inlet and Outlet No-Hub Connections:

2. Solids Holding Capacity: 300 Gallons

3. H-20 Load Rated Access Covers

4. Maximum Operating Temperature: 1806 Continuous

DETAILS
3/8" thick seamless high density polyethylene
Full internal access through lids.
Vent not required for proper operation
Designed for above or below ground

installation

Suffix OPTIONAL VARIATIONS

-AK High water anchor kit

< Lid extensions(specify)

-EP Enzyme port

F6 6" No-Hub inlet/outlet connection
-HLA High level alarm
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