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        T1400 Body Section
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     T1400 Grates (vary by model)
          T1400 Frame (Optional)
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      T140-PBO4

T1400-PEO4
      T1400-PEC
Installation Instructions
[image: image1.png]CHANNEL
ASSEMBLY:
All 19 channels
have the same
exterior profile.
The channels
are all tongue
and recess to
allow for an
easy fit with the
next sequenced channel either upstream or downstream.
Follow the flow arrows on the bottom of each channel and
reference each channel number to stay in sequence. Apply
the required sealant to the tongue and recessed areas of
each channel before mating them together.



     [image: image2.png]STARTING END CAP
ASSEMBLY:

Starting end cap
outlets are fastened

to any channel
upstream end with our
mechanical Quick Clip.
Simply cut the end
caps to appropriate
channel height and
position on channel
making sure to cut end low enough to accommodate
Top Finish Cap. Clip together by sliding the Quick Clips
over the mounting brackets. Apply appropriate sealant on
tongue and recessed areas.




     [image: image3.png]Connecting

two channels
(same part
number for male
to male and/or
female to female
connections):

CENTER OUTLET CONFIGURATION: Connect two of
the same part body numbers for center bottom outlet
configuration by cutting off the male tongue (downstream
end) from each channel, clip together and apply
appropriate sealant in joint area. Install bottom outlet per
instructions.

UPSTREAM CONNECTION: Clip two female ends
(upstream end) together, apply appropriate sealant in
joint area. Channels for both upstream and downstream
connections need to be same part body number. Neutral
channels are recommended for these connections.




[image: image4.png]BOTTOM
OUTLETS:
Bottom

outlets can be
installed on
any channel.
Simply locate
the lowest
point on the
presioped
channel, mark
the hole and
drill out with 3"
hole saw.We
recommend
using selftapping screws for mounting along with a
sealant.The bottom outlet has bosses that flush out against
the channel legs to tap into.




     [image: image5.png]The Quick Clip (inset) performs a mechanical lock to
secure each channel together. Each channel provides a
slide groove that matches up with the attaching channel

allowing the Quick Clip to lock the channels together. (The
Quick Clip is also used on the End Caps).



     [image: image6.png]BOTTOM
OUTLET
ASSEMBLY:
Once you have
positioned the
outlet, use 1/2"
selftapping
screws.The
outlets have
bosses that
flush out against
the channel
walls/feet.Tap screws through the outside of the wall into
the boss areas on each side of the outlet.





[image: image7.png]END CAP ASSEMBLIES:
To cut end caps to appropriate heights,
select appropriate starting and ending
channels by laying out the run. Starting
end caps will be assembled on the most
upstream channel, while the ending

end cap outlet will be assembled on the
most downstream channel.

v/

FINISH CAP ASSEMBLY:
Ending and starting end caps are

fitted with Finish Caps (black caps)
after cutting end caps to appropriate
channel heights. Finish Caps can fit
multiple positions by simply cutting

the appropriate tab on the Finish Cap.
Solvent weld the PVC Finish Cap to the
PVC End Cap.
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END CAPS MEASURING:
To measure for end cap fit, slide end cap into tongue

and recess portion of the channel the end cap is being
assembled to. Mark the end cap level with the grate ledge.




 [image: image9.png]END CAP
CUTTING:

After appropriate
measurements are
completed, mark
across the face of
the end caps. Cut
lines are visible on
'4,—. each end cap to
help with straight
cut to allow for appropriate fit of Finish Cap. Cut along
appropriate line with saw.





[image: image10.png]END CAP OUTLET ASSEMBLY:

End cap outlets are fastened to any channel downstream
end with our mechanical Quick Clip. Simply cut the end
caps to appropriate channel height and position on
channel making sure to cut low enough to accommodate
the top Finish Cap. Clip together by sliding the Quick Clip
over the mounting brackets.Apply appropriate sealant on
tongue and recessed areas.




[image: image11.png]GENERAL NOTES ON INSTALLATION:

1.

2.
3.

Concrete to have minimum 28 day compressive
strength of 3,000 PSI.

Insert lock-down bars prior to pour.

Concrete to be vibrated in place to eliminate entrapped
air on all sides and bottom.

T1400 channels to be anchored via rebar to prevent

LIGHT AND MEDIUM DUTY

Recommended concrete
on sides and below per table.

Use Light or Medium (DIN A, C) duty grates.

flotation.

5. Goncrete to cure at least 24 hours prior to form
removal.

6. If required, install waterstops per manufacturer's
instructions at least 3 inches below concrete surface.

7. Waterstops and elastomeric joint sealants to be
inspected and repaired on a regular basis.

HEAVY AND SPECIAL DUTY

OPTIONAL OVERLAY RAIL

Recommended concrete
on sides and below per table.

Use Medium or Special (DIN G, E) duty grates. Overlay Rail
required for special duty. If used for special duty, grate must
be secured to Overlay Rail by bolts at each corner.
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